
A - Tools for the installation of Starfloor Click Ultimate 30

B - Preparation and important information prior to installation

• Knife with straight blade
• Protective gloves
• White-headed rubber mallet
• Folding rule/measuring tape

• Pencil/T-square
• Spacers
• Jigsaw
• Scriber

B.1 EXAMINATION OF THE GOODS
Check the quality of the goods supplied before proceeding 
with the preparation work. Claims cannot be made on goods 
that have been cut to size or laid. The installation must be 
done using the same production batch in order to guarantee 
the uniformity of colour and design.

B.2 ACCLIMATISATION
Starfloor Click Ultimate 30 should acclimatise for at least  
24 hours in the rooms where it is to be installed according to 
the conditions detailed below.

B.3 ROOM TEMPERATURE CONDITIONS
Starfloor Click Ultimate 30 should be installed at room 
temperature, between 15°C and 25°C. The temperature of the 
subfloor on which the product is to be installed must not be 
less than 10°C.

B.4 SUBFLOOR CONDITION
Prepare the surface according to the standards in force in 
\RXU�FRXQWU\��7KH�VXUIDFH�PXVW�EH�OHYHO��ͤUP�DQG�QRW�H[SRVHG�
to rising humidity. See permitted subfloors mentioned below. 
7KH�PD[LPXP�IODWQHVV�WROHUDQFH�LV���PP�SHU���OLQHDU�PHWHU��
7H[WLOH�DQG�QHHGOH�IHOW�IORRU�FRYHULQJV�PXVW�EH�UHPRYHG��
In principle, it is recommended that all floor coverings are 
removed.

We advise not proceeding with the installation of Starfloor 
Click Ultimate 30 in the event of:
̽��6LJQLͤFDQW�XQHYHQ�DUHDV��LQ�H[FHVV�RI�VWDQGDUGV�RI�IODWQHVV�

applied in the countries concerned),
•  Cracks in the subfloor,
̽��6XEIORRU�LQVXIͤFLHQWO\�GU\�
̽�6XUIDFH�LQVXIͤFLHQWO\�ͤUP��WRR�SRURXV�RU�WRR�URXJK�
̽��6XUIDFH�FRQWDPLQDWHG��H�J��E\�RLO��ZD[��YDUQLVK�RU�SDLQW�

residue,
•  Difference in level between the subfloor and other structural 

elements,
̽�8QVXLWDEOH�VXEIORRU�WHPSHUDWXUH��EHORZ���r&��
• No heating protocol in case of underfloor heating system.
̽��8QGHUIORRU�KHDWLQJ�ZKLFK�PD[LPXP�WHPSHUDWXUH�H[FHHGV�

27°C. 

PERMITTED SUBFLOORS:
• Laminate/parquet when ventilated underneath
• Even stone floors, marble, ashlar
̽��&HUDPLF�WLOHV��VHDP�UHTXLUHPHQWV������PP�ZLGH�����PP�

deep)
• Compact PVC coverings
• Uneven floor screeds: new or reworked
•  The warranty of the product is invalid when unapproved 

subfloors are used.



C - Installation

C.1 INSTALLATION DIRECTION
Always start the installation from left to right. In a room, install 
the panels so that the planks are in the direction of the light.
In long, narrow rooms, such as corridors, Starfloor Click 
Ultimate 30 can be installed in the direction of the room.

C.2 INSTALLATION
8VLQJ�D�VXLWDEOH�VSDFHU��FUHDWH�DQ�H[SDQVLRQ�MRLQW�DW�OHDVW� 
��PP�ZLGH�DORQJ�WKH�HQWLUH�SHULSKHU\��0DLQWDLQ�D�JDS�RI� 
��PP�IURP�DOO�ͤ[WXUHV�LQ�WKH�URRP��VXFK�DV�SLSHV��GRRU�
IUDPHV�HWF��,Q�SULQFLSOH��WKLV�H[SDQVLRQ�MRLQW�PXVW�QRW�EH�ͤOOHG�
with silicone, electric cables or other items. If the wall is not 
VWUDLJKW��XVH�D�VFULEEHU�WR�UHSURGXFH�WKH�ZDOO�SURͤOH�RQ�WKH��VW�
LQVWDOOHG�OLQH��7KLV�ZLOO�HQVXUH�WR�NHHS�WKH��PP�H[SDQVLRQ�JDS�
everywhere.

C.3 THE USE OF SILICONE IS PERMITTED IN THE
FOLLOWING EXCEPTIONAL CASES:
• Damp rooms:
(GJH�MRLQWV�LQ�GDPS�URRPV�RI�PD[�����Pt��H�J��EDWKURRPV�
or kitchens, may be made with silicone in order to avoid any 
LQͤOWUDWLRQ�RI�ZDWHU�WKURXJK�WKH�H[SDQVLRQ�MRLQW�DQG�RQWR�
the installed surface. For all larger areas in damp rooms, we 
recommend starting by applying insulating tape to the area 
RI�WKH�MRLQW�EHIRUH�ͤOOLQJ�LW�ZLWK�D�TXDQWLW\�RI�VLOLFRQH�DQG�RU�
using a skirting board with a sealing lip.  

• Door frames:
If the door frames cannot be shortened, we recommend a 
��PP�JDS�IRU�WKH�H[SDQVLRQ�MRLQW��ZKLFK�FDQ�EH�ͤOOHG�ZLWK�
silicone. If the frames can be shortened, make sure that there 
LV�D���PP�H[SDQVLRQ�MRLQW�LQ�UHODWLRQ�WR�WKH�ZDOO�

C.4 INSTALLATION
,QVWDOO�WKH�ͤUVW�SDQHO�ZLWK�WKH�WRQJXH�VLGH�IDFLQJ�WKH�ZDOO��
then install all the other panels in the same from left to right. 
0DNH�VXUH�WKDW�WKH�HQGV�DUH�SODFHG�RQH�RQ�WRS�RI�WKH�RWKHU�
VR�WKDW�WKH�JURRYHV�DQG�WKH�WRQJXHV�FRUUHVSRQG�H[DFWO\�DQG�
lock them by tapping lightly with a rubber mallet. To install the 
QH[W�URZ��SODFH�WKH�OHIW�RYHU�SDQHO�RI�DW�OHDVW����FP�LQ�OHQJWK�
into the longitudinal groove of the row already installed at an 
DQJOH�RI�DSSUR[LPDWHO\���r�DQG�ORZHU�LW�LQWR�WKH�SUHYLRXV�URZ�
XVLQJ�VOLJKW�SUHVVXUH��7DNH�WKH�QH[W�SDQHO��SODFH�LW�DOVR�DW�DQ�
DQJOH�RI�DSSUR[LPDWHO\���r�LQ�WKH�ORQJLWXGLQDO�GLUHFWLRQ�RQ�
WKH�SDQHO�RI�WKH�ͤUVW�URZ�DOUHDG\�LQVWDOOHG��DOLJQ�LW�DV�FORVHO\�
as possible with the end of the panel previously installed and 
lock it as described above. This method is then used to install 
DOO�RI�WKH�RWKHU�URZV��0DNH�VXUH�WKDW�WKH�HQG�MRLQWV�DUH�RIIVHW�
by at least 30 cm in the individual rows in order to achieve the 
best installation. To install the last row, the distance between 
the wall and the row installed is measured and transferred 
to the panel. The last row installed should be as close to 
KDOI�D�SDQHO̴V�ZLGWK�DV�SRVVLEOH��5HPHPEHU�WKH���PP�ZLGH�
H[SDQVLRQ�MRLQW�



C.5 EXPANSION PROFILES WITHIN THE AREA
5RRPV�ZLWK�DQ�XQLQWHUUXSWHG�DUHD�RI����[����P�PD\�EHQHͤW�
IURP�D�MRLQW�IUHH�LQVWDOODWLRQ��WDNLQJ�LQWR�DFFRXQW�WKH�PLQLPXP�
H[SDQVLRQ�JDS�RI����PP��([SDQVLRQ�SURͤOHV�KDYH�WR�EH�XVHG�
LQ�URRPV�WKDW�DUH�H[WUHPHO\�ORQJ�DQG�QDUURZ��5RRP�DUHDV�
LQWHUUXSWHG�E\�YHUWLFDO�HOHPHQWV��FROXPQV��ZDOOV��GRRU�IUDPHV��
HWF���PXVW�EH�GLYLGHG�XVLQJ�H[SDQVLRQ�MRLQWV�RI�DW�OHDVW���PP�
at the same level as these elements. When installing skirting 
ERDUGV��WUDQVLWLRQ�SURͤOHV�RU�HQG�SURͤOHV��WKH�VNLUWLQJ�ERDUGV�
RU�SURͤOHV�PXVW�QHYHU�EH�ͤ[HG�WR�WKH�IORRU�FRYHULQJ��&RQWDFW�
your Tarkett representative if you would like more information 
on this.

IMPORTANT INFORMATION ON COMPLETING THE 
INSTALLATION
• Remove all of the spacers.
•  Starfloor Click Ultimate 30�PXVW�QHYHU�EH�ͤ[HG�RU�EORFNHG�
WR�WKH�VXEIORRU��XQGHUOD\��IXUQLWXUH�RU�RWKHU�ͤ[WXUHV�

•  The appropriate use of anti-dirt areas and mats greatly 
reduces dirt deposits. Please use sliders suitable for hard 
IORRUV�LI�PRELOH�IXUQLWXUH�LV�XVHG��3OHDVH�SURYLGH�RIͤFH�FKDLUV�
and other wheeled equipment with W type castors.

•  We recommend the application of a protective coat of 
7DUNR3URWHFW�EHIRUH�WKH�ͤQLVKHG�IORRU�LV�XVHG�

PARTICULARITIES AND EXCEPTIONAL SITUATIONS
•  Before installation, the product should acclimatise at 
URRP�WHPSHUDWXUH��EHWZHHQ���r&�DQG���r&��IRU�DW�OHDVW�
24 hours. This is especially important in unheated rooms, 
FRQVHUYDWRULHV�RU�DGMDFHQW�WR�SDWLR�GRRUV�

̽��$W�DOO�WLPHV�DIWHU�LQVWDOODWLRQ��H[WUHPH�YDULDWLRQV�LQ�URRP�
WHPSHUDWXUH�VKRXOG�EH�DYRLGHG��EHORZ���r&�RU�RYHU���r&��
measured above the floor).

•  When installing Starfloor Click Ultimate 30 in areas that 
DUH�H[SRVHG�WR�VLJQLͤFDQW�WHPSHUDWXUH�IOXFWXDWLRQV�WKH�
H[SDQVLRQ�MRLQW�PD\�EH�GRXEOHG�WR���PP�WR�VHFXUH�WKH�
LQVWDOODWLRQ�RQ�WKH�HQWLUH�SHULSKHU\�DQG�IURP�DOO�ͤ[WXUHV� 
in the room.

̽��'\HG�UXEEHU�EDVHG�ZKHHOV�DQG�FDVWRUV��H�J��YHKLFOH�W\UHV��
pneumatic tyres) may cause irreversible colour changes in 
cases of direct interaction and contact with vinyl surfaces.

CLEANING AND MAINTENANCE
*LYH�WKH�IORRU�D�ͤQDO�FOHDQ�DIWHU�LQVWDOODWLRQ��7KH�IORRU�FDQ� 
be maintained by sweeping, vacuuming or mopping. Use a 
brush and a pH-neutral detergent to remove stubborn dirt.  
All aggressive and staining substances must be removed 
from the surface immediately.
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STEP 1
,QVWDOO�WKH�ͤUVW�SDQHO�ZLWK�WKH�WRQJXH�VLGH�IDFLQJ�WKH�ZDOO��WKHQ�LQVWDOO�
all the other panels in the same way from left to right.

STEP 3
7R�LQVWDOO�WKH�QH[W�URZ��SODFH�WKH�OHIW�RYHU�SDQHO�RI�DW�OHDVW����FP�LQ�OHQJWK�LQWR�WKH�ORQJLWXGLQDO�JURRYH�RI�WKH�URZ�DOUHDG\�LQVWDOOHG�
DW�DQ�DQJOH�RI�DSSUR[LPDWHO\���r�DQG�ORZHU�LW�LQWR�WKH�SUHYLRXV�URZ�XVLQJ�VOLJKW�SUHVVXUH�

STEP 2
0DNH�VXUH�WKDW�WKH�HQGV�DUH�SODFHG�RQH�RQ�WRS�RI�WKH�RWKHU�VR�WKDW�WKH�JURRYHV�DQG�WKH�WRQJXHV�FRUUHVSRQG�H[DFWO\�DQG�ORFN�
them by tapping lightly with a rubber mallet.

STEP 4
7DNH�WKH�QH[W�SDQHO��SODFH�LW�DOVR�DW�DQ�DQJOH�RI�DSSUR[LPDWHO\���r�LQ�WKH�ORQJLWXGLQDO�GLUHFWLRQ�RQ�WKH�SDQHO�RI�WKH�ͤUVW�URZ�DOUHDG\�
installed, align it as closely as possible with the end of the panel previously installed and lock it as described above.

7KLV�PHWKRG�LV�WKHQ�XVHG�WR�LQVWDOO�DOO�RI�WKH�RWKHU�URZV��0DNH�VXUH�WKDW�WKH�HQG�MRLQWV�DUH�RIIVHW�E\�DW�OHDVW����FP�LQ�WKH�
individual rows in order to achieve the best installation. To install the last row, the distance between the wall and the row installed 
is measured and transferred to the panel. The last row installed should be as close to half a panel‘s width as possible.
5HPHPEHU�WKH���PP�ZLGH�H[SDQVLRQ�MRLQW�

Read our installation instructions below and see our tutorial video for installation at home.tarkett.com  
on the collection page of Starfloor Click Ultimate 30.


